
Special offer - Brand new hydraulic press 4’x 8’ 

Category: MFC Melamine faced chipboard, short cycle lamination with melamine or 
phenolic pre-impregnated paper. 
 
Platens size: 1350 mm x 2600 mm (4’x 8’). 
 
Description: This Pagnoni Impianti press is equipped with the hydraulic unit, the 
loading and the unloading equipment, the electric cubicle and PLC. 
 
Notes: This press was ordered, pre-paid but not collected: this is a very good deal. It 
can be seen under operation in the Pagnoni workshop. Further handling equipment 
to be discussed. 
 
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 

mailto:pagnoni@pagnoniimpianti.it?subject=4'x8'%20press%20on%20stock
http://pagnoni.com/eng/p8.html


Second hand equipment – Hydraulic press 7’x 10’ 

Category: MFC Melamine faced chipboard, short cycle lamination with melamine or 
phenolic pre-impregnated paper. 
 
Platens size: 2300 mm x 3200 mm (7’x 10’). 
 
Description: The Pagnoni Impianti press is equipped with the hydraulic unit (Rexroth). 
 
Notes: Used press in very good condition. It can be seen disassembled in our 
workshop. Further handling equipment to be discussed. 
 
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 
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Special offer - Brand new hydraulic press 7’x 10’ 

Category: MFC Melamine faced chipboard, short cycle lamination with melamine or 
phenolic pre-impregnated paper. 
 
Platens size: 2200 mm x 3150 mm (7’x 10’). 
Pressure: max. 40 Kg/cm2  
 
Description: Only the press is available. All the handling equipment must be 
discussed according to the customers needs. 
 
 
Notes: This press is available on stock under construction.  
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 
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Second hand line – Hydraulic press line 7’x 18’ 

Category: MFC Melamine faced chipboard, short cycle lamination with melamine or 
phenolic pre-impregnated paper. 
 
Platens size: 2300 mm x 5700 mm (7’x 18’). 
Pressure: max. 35 Kg/cm2  
 
Description: full used line equipped with automatic composition area, press, 
clamping system press loading, unloading, press plates exchange, finishing 
stainless steel plates storage system, oil-hydraulic station, cooler, inspection system 
and selection unit according to their quality.  
 
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 
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Second hand line – Hydraulic press line 7’x 14’ 

Category: MFC Melamine faced chipboard, short cycle lamination with melamine or 
phenolic pre-impregnated paper. 
 
Platens size: 2300 mm x 4300 mm (7’x 14’). 
Pressure: max. 35 Kg/cm2 (possible modification up to 44 Kg/cm2) 
 
Description: full used line equipped with automatic composition area, press, 
clamping system press loading, unloading, press plates exchange, finishing 
stainless steel plates storage system, oil-hydraulic station, cooler, inspection system 
and selection unit according to their quality.  
 
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 
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Special offer – Brand new electric thermal oil heaters 

TWO NEW ELECTRICAL THERMAL OIL HEATERS, each one composed by: 
 
. Multitube heating body.  
. Multi-stage electric resistance for temeprature up to 300°C 
. Thermal power 150 kW (75+75) 
. 15 kW centrifugal pump, 52 m3/h   
. Integrated expansion tank (125 L) 
. Electrical cubicle with setting panel (Siemens microprocessor) 
. Thermal equipment in cubicle  
. 4 valves fro oil filling 
. User’s guide 
 
Click here to contact us and to be informed about all the details. 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 
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Second hand equipment – Trepel lifting platform 

Not binding data. © Copyright 2016 Pagnoni Impianti. All right reserved. 

·  Used lifting platform TREPEL AG 
·  Double-scissors type 
·  Dimension of table 2.800 mm x 6.000 mm in flat plate 
·  n. 4 upstroke cylinders, diameter 140 mm, stroke 530 mm 
·  closed height 750 mm 
·  oil-hydraulic power unit 11 kW 
·  lifting capacity 15.500 kg 
·  lifting stroke 2.100 mm 
·  machine weight 12.000 kg 
·  overall dimensions 600 cm x 280 cm x 75 cm 
 
Click here to contact us and to be informed about all the details. 

http://pagnoni.com/eng/p8.html
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